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High speed door   120 RE 

Reinforced exterior 
Best solution for locations exposed directly to exterior 
areas and/or with high air pressures. It is fitted with 
flexible reinforcements that afford the canvas stiffness 
and facilitate rolling. 
Is recommended for places where there are strong air 
currents, such as factory entrances, corridors with a lot of 
wind, loading bays,… 
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Product standard: EN 13241-1 

Section 
of this 

standard 

Essential 
characteristics 

Units Value 

4.2.8 Safe opening - AGREE 

4.2.5 Glass components - DO NOT APPLY 

4.2.3 
Mechanical resistance 

and estability 
- AGREE 

4.3.3 Manual strength - AGREE 

4.4.1 Water permeability - DO NOT APPLY 

4.2.9 
Danger substance 

emission 
- AGREE 

4.4.3 
Resistance to the 

wind load 
Pa 

450 Pa; Class 2 

(≤ 98 km/h) 

4.4.4 Direct noise reduction dB(A) DO NOT APPLY 

4.4.5 Thermal resistance W/(m2·K) DO NOT APPLY 

4.4.6 Air permeability m3/(m2·h) DO NOT APPLY 

4.2.4 and 
4.4.7 

Durability - Cycles: 250.000 

 

NOT DRUMCOVER  D = 600mm 

STAINLESS STEEL DRUMCOVER D = 610mm 

ALUMINIUM DRUMCOVER D = 620mm 

ALUMINIUM XL DRUMCOVER D = 630mm 

CANVAS DRUMCOVER D = 640mm 

*Measures required for installation and maintenance operations.                                                 

(IN THE EVENT THAT THE DOOR HAS A COUNTERWEIGHT, LET 

120mm FREE ON THE OPPOSITE SIDE TO THE MOTOR). 
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Reinforced exterior high speed door 120 RE 
 

CONTROLSA, S.A reserves the right to change models and characteristics without prior warning. The technical data published in this catalogue is provided for 
information only, and entails no commitment whatsoever by CONTROLSA, S.A. 

The total or partial reproduction of the data, drawings and/or photographs used in this catalogue is totally forbidden, as is any transmission by electronic, 
mechanical, reprographic or magnetic medium 
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B LA N C O 9011 7030 7016

IN OX

B LA N C O 9005 7016 3002 6026 5002 1003 7030 2004
COLORES PVC* (RAL)

MIRILLAS ESTANDAR: 1 FILA DE VENTANAS

OTROS COLORES CONSULTAR

*LON A  A Z UL A N T IEST A T IC A  OP C ION A L

COLORES PERFILERIA

LACADO

ANODIZADO

CUADRO ELECTRICO CON 

CONVERTIDOR Y AUTOMATA

TENSION DE ALIMENTACION, 

FRECUENCIA Y POTENCIA
220-240 V a.c.  (F+N+PE) 50-60 Hz  0,55-0,75 kW

SISTEMAS DE ACTIVACION

SISTEMA ANTICAIDA OPCIONAL SISTEMA DE CONTRAPESO

SISTEMAS SENSITIVO DE 

SEGURIDAD
FOTOCELULAS

CARACTERISTICAS TECNICAS

MEDIDAS MAXIMAS (mm) A=5000 X H=5000

ZONAS DE APLICACION EXTERIOR (0ºC ~ +50ºC)

EXTRAS
SAS ▫ CADENA DE RODILLOS ▫ DOBLE ALTURA ▫ COMUNICACIÓN ▫ KIT ANTIHUMEDAD 

COMPONENTES INOX ▫ MOTOR Y PULSADORES IP 65 ▫ CONSULTAR OTRAS OPCIONES

MEDIDAS 300x400x200              PROTECCION IP66

ALUMINIO

VELOCIDAD DE APERTURA ESTANDAR HASTA 1,2 m/s

VELOCIDAD DE CIERRE ESTANDAR HASTA 0,6 m/s

MATERIALES ESTRUCTURA

TAMBOR DE ENROLLADO ALUMINIO

PVC IGNIFUGO TIPO M2, ESPESOR 0,8 mm (950gr/m2)

MOTORIZACION DIRECTA

SISTEMA DE SEGURIDAD
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